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SECTION 09 05 61.13  

MOISTURE VAPOR MITIGATION 

Platform EMS™ 

Advanced Epoxy Resin Moisture Vapor Mitigation System 

Platform Performance Flooring Systems 

  PART 1 – GENERAL 

1.1  SUMMARY 

A. Provide a two-part, 100 percent solids epoxy resin (ASTM F3010-13) moisture vapor mitigation system for 

control of vapor emissions from concrete slabs, for use prior to installation of moisture-sensitive flooring 

systems, underlayments, and adhesives. 

B. Product shall be an effective barrier to moisture in concrete up to 100% internal relative humidity and/or up to 

25 lbs MVER. 

C. Product shall be benzyl alcohol and nonylphenol free, VOC compliant, resistant to high pH levels, and 

designed to mitigate the moisture vapor transmission from excess relative humidity within the concrete 

matrix. 

 

1.2  RELATED REQUIREMENTS 

A. Section 09 05 61.13 - Concrete Floor Slab Moisture Control 

B. Section 03 54 00 - Cast Underlayment 

C. Section 03 54 16 - Hydraulic Cement Underlayment 

D. Section 09 00 00 - Moisture vapor requirements for flooring finishes 

 

1.3  REFERENCES 

A. ASTM International (ASTM): 

1. ASTM C1583 – Standard Test Method for Tensile Strength of Concrete Surfaces and the Bond 

Strength or Tensile Strength of Concrete Repair and Overlay Materials by Direct Tension (Pull-Off 

Method). 

2. ASTM D3960 – Standard Practice for Determining Volatile Organic Compound (VOC) Content of 

Paints and Related Coatings. 

3. ASTM D7234 – Standard Test Method for Pull-Off Adhesion Strength of Coatings on Concrete Using 

Portable Pull-Off Adhesion Testers. 

4. ASTM E96 – Standard Test Methods for Gravimetric Determination of Water Vapor Transmission 

Rate of Materials. 

5. ASTM F1869 – Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete 

Subfloor Using Anhydrous Calcium Chloride. 

6. ASTM F2170 – Standard Test Method for Determining Relative Humidity in Concrete Floor Slabs 

Using In-Situ Probes. 

7. ASTM F3010 – Standard Practice for Two-Component Resin-Based Membrane-Forming Moisture 

Mitigation Systems for Use Under Resilient Floor Coverings. 

8. ASTM C1583 – Standard Test Method for Tensile Strength of Concrete Surface. 
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1.4  SUBMITTALS 

A. Action Submittals: 

1. Product Data: Current manufacturer's technical data sheet (TDS) for Platform EMS. 

B. Informational Submittals: 

1. Safety Data Sheet (SDS). 

2. Manufacturer's written application instructions, including substrate preparation, application method, 

coverage, and drying requirements. 

3. Job-Specific Warranty: Sample copy of specified warranty. 

4. Installer’s qualification data. 

 

1.5  QUALITY ASSURANCE 

A. Manufacturer Qualifications: Manufacturer shall have a minimum of five (5) years' experience in 

manufacturing products similar in material, design, and scope to that required for this project, with a proven 

record of successful in-service performance and adequate production capability, facilities, and personnel to 

complete the required work. 

B. Installer Qualifications: 

1. Installer shall have sufficient experience performing work similar in material and scope to that required 

for this Project. 

2. Installer shall be a certified International Standards and Training Alliance (INSTALL) applicator, or 

approved equal. See www.installfloors.org for additional information. 

3. Installation shall comply with all manufacturer technical documents and applicable safety and site-

condition recommendations, and with rules and regulations of the project jurisdiction. Consult SDS 

for further handling recommendations. 

C. Pre-Installation Meeting: Convene a pre-installation meeting not less than two (2) weeks prior to installation. 

Attendees shall include the General Contractor, Installer, and a Platform Performance Flooring Systems 

representative. 

 

1.6  DELIVERY, STORAGE, AND HANDLING 

A. Deliver products in original, unopened containers bearing manufacturer's identification and product 

information. 

B. Store in original packaging in a dry environment between 40 and 95°F (4 and 35°C). 

C. Protect product from freezing. 

D. Shelf life: 2 years from date of manufacture, properly stored. 

 

1.7  FIELD CONDITIONS 

A. Maintain ambient and substrate temperatures between 65 and 90°F, with relative humidity between 30 and 80 

percent, during application and cure. Concrete surface temperature must be at least 5°F above the dew point 

of the slab at the time of installation and throughout product cure. 

B. For the best application experience, precondition the material to 65-75°F prior to mixing. Colder temperatures 

will increase material viscosity and extend mixing and set times. 

C. Limitations: 

1. For interior applications only. Do not use in environments where temperature will exceed 100°F. 

2. Not for use as a final wear surface or topping; must be covered by a finished floor. 

3. Not for use over gypsum underlayments. 
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4. Do not chemically clean a concrete slab prior to installation. 

5. Do not apply over a concrete slab unless pre-existing adhesives have been mechanically removed down 

to clean, solid, and porous concrete. 

6. Do not apply over existing coatings, sealers, adhesive residues, or floor coverings. 

7. Do not apply to concrete slabs with less than 3,000 psi compressive strength and 150 psi surface tensile 

strength when tested per ASTM C1583. 

8. Concrete slabs must be a minimum of 7 days old prior to material application. 

9. Not warranted over terrazzo strips; remove terrazzo strips and patch damaged areas prior to application 

with an approved moisture resistant patching compound. 

10. Conform to all applicable building codes and the requirements of local, state, and federal code 

jurisdictions. 

 

1.8  WARRANTY 

A. Manufacturer's Warranty: Provide manufacturer's written warranty against defects of materials for a period of 

one (1) year, commencing on the date of substantial completion of the Project. 

B. Extended Warranty: Ten (10)-year and twenty-five (25)-year system warranties are available. Contact 

Platform Performance Flooring Systems at info@platformperformance.com for eligibility requirements. 

 

1.9  SUSTAINABLE DESIGN REQUIREMENTS (LEED) 

A. Platform EMS may contribute to LEED certification of projects as follows: 

Area Credit Category How 

Indoor Environmental Quality EQ 4.2 Low Emitting Materials 
VOC content < 99 

g/L 

Materials & Resources MR 5.1 Regional Manufactured Cleveland, OH 

 

 

  PART 2 – PRODUCTS 

2.1  MANUFACTURERS 

A. Basis-of-Design Manufacturer: Platform Performance Flooring Systems, 2926 Chester Avenue, Cleveland, 

OH 44114; 877-514-5336; www.platformperformance.com. 

B. Basis-of-Design Product: Platform EMS. 

C. Substitutions: Submit requests no less than 30 days prior to bid, together with independent laboratory test 

reports demonstrating compliance with all ASTM and performance requirements of this Section. 

 

2.2  MOISTURE VAPOR MITIGATION MATERIALS 

A. Physical Properties: 

Property Value 

Composition Two-component, 100% solids advanced epoxy resins 

Color Part A – Clear Yellow; Part B – Clear Yellow 

Packaging 
3.16 US gal. kit: 3.5 gal. pail, Part A (2.16 gal.); 1 gal. jug, Part B (1 

gal.) 

Shelf Life 2 years, properly stored between 40 and 95°F (4 and 35°C) 
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Property Value 

VOC (ASTM D3960) < 99 g/L 

Viscosity (ASTM D2196) Approx. 600 cps when initially mixed 

Consistency Pourable liquid 

Flash Point Greater than 199°F (93°C) 

Placement Time 20 minutes at 70°F 

Dry Time to Traffic @ 73°F 5–6 hours 

Coverage per 3.16-gal. Kit 400 sq. ft. (12 mils) on concrete, CSP 1 - 3 

 

C. Performance Properties: 

Property Value 

Permeability (ASTM E96) < 0.1 perm at 12 mils DFT 

Resistance to Alkalinity (pH 14) No effect 

14-Day Spot Test, Covered No effect 

14-Day Spot Test, Uncovered No effect 

14-Day Immersion No effect 

Pull-Off Adhesion (ASTM D7234) > 300 psi 

Compliance with ASTM F3010 Yes 

Tensile Strength of Concrete (ASTM 

C1583) 
>150 psi 

 

 

  PART 3 – EXECUTION 

3.1  EXAMINATION 

A. Verify concrete substrate is clean, sound, stable, dry, and properly prepared to a concrete surface profile 

(CSP) of 1 to 3 prior to installation. 

B. Verify concrete slabs are structurally sound, a minimum of 7 days old, and achieve a minimum compressive 

strength of 3,000 psi and surface tensile strength of 150 psi when tested per ASTM C1583. 

C. Before installing Platform EMS, test substrate moisture in accordance with ASTM F2170. Calcium chloride 

testing (ASTM F1869) is not an accepted alternative test method for this product and will not be considered 

for warranty purposes. 

D. Do not proceed until unsatisfactory conditions have been corrected. 

 

3.2  PREPARATION 

A. General: Ensure all old adhesives, contaminants, curing compounds, bond breakers, oils, silicates, dust, and 

sealers are mechanically removed. It is the responsibility of the installer to identify potential use of silicates 

on slab, or in circumstances where alkali-silica reaction (ASR) is suspected. 

B. Mechanically prepare the concrete by grinding or shotblasting to a CSP of 1 to 3 after all slab repairs have 

been completed. Shot blasting is NOT required, but substrate should be prepped to a clean, solid, and 

porous state prior to placement. Chemical preparation of the floor is not acceptable under any 

circumstances. Vacuum the floor thoroughly following mechanical preparation to remove dust and debris. 

C. Leveling: Where the concrete is too uneven to provide a uniform film of Platform EMS, fill significant voids 

with a moisture resistant Platform repair product such as Platform FP, RC, or FT prior to installation, per 
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Platform product TDS. After the patching/leveling product cures, mechanically prepare all surfaces 

receiving Platform EMS to a CSP 1 to 3. 

D. Joints and Cracks: Honor all moving cracks, expansion, and isolation joints throughout the entire system. 

Refer to Platform EMS’s TDS for full joint and crack treatment options. 

 

3.3  MIXING 

A. Precondition material to 65-75°F prior to mixing. 

B. Mix Platform EMS as a full kit using the pre-measured quantities provided: add all of Part B (hardener) into 

the Part A (resin) mixing container. 

C. Using a <150 rpm drill with a jiffy mixer or equivalent epoxy paddle, mix thoroughly for 3 to 5 minutes to a 

streak-free consistency. 

D. Do not leave mixed material in the mixing pail for more than 3 minutes after mixing. 

 

3.4  APPLICATION 

A. Measure a 400 sq. ft. area per kit prior to mixing. 

B. Immediately after mixing, pour the entire contents of the kit onto the floor in a ribbon pattern across the pre-

measured and prepared area. 

C. Spread uniformly using a straight-bladed or notched-gauge squeegee, then back-roll with a 3/8” non-linting 

roller to a uniform 12-mil thickness. Do not introduce excessive air by over-rolling or cause sheen pull on 

the surface. 

D. In rare cases where concrete exhibits extreme out-gassing, contact manufacturer's technical services for 

instructions. 

E. Protect the treated area from foot traffic, dust, and dirt until finished floor or underlayment installation is 

complete. 

 

3.5  CURING 

A. Cure Time (at 70°F): 

1. Tack-free: 5 to 6 hours. 

2. Ready for primer or suitable floor-covering adhesive: 6+ hours. 

3. Maximum recoat window: 36 hours. 

B. Working and set times will be reduced at higher ambient temperatures. Cooler temperatures will lengthen set 

times due to restricting the exothermic nature of the mixed material. 

 

3.6  SUBSEQUENT INSTALLATION 

A. Floating Floor Systems: After curing to a tack-free condition (minimum 6 hours, depending on environmental 

conditions), Platform EMS may receive floating floor systems without further preparation. 

B. Adhesive-Applied Flooring: Verify compatibility of the flooring adhesive with nonporous epoxy surfaces 

such as Platform EMS. A test area is highly recommended prior to installing the entire floor to ensure 

compatibility. 

C. Underlayment Installation: For subsequent installation of an underlayment, apply Platform P360 NEAT in 

accordance with the P360 TDS for installation over non-porous surfaces. After Platform P360 is applied 

and dry, apply a suitable Platform patch or self-leveler to realize a full system warranty. 
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3.7  FIELD QUALITY CONTROL 

A. Verify uniform coverage and thickness (12 mils) across the treated area. 

B. Verify tack-free cure has been achieved prior to subsequent installation. 

C. Notify a Platform Performance Flooring System technical representative of any substrate or application 

condition inconsistent with this Section prior to proceeding by emailing info@platformperformance.com 

for assistance. 

 

3.8  CLEANING 

A. Clean tools and equipment with soap and water or denatured alcohol immediately after use. Wash hands and 

skin with soap or industrial hand cleaner. Cured material must be removed mechanically. 

 

3.9  PROTECTION 

A. Protect installed material from foot traffic, dust, and dirt until finished floor or underlayment installation is 

complete. 

B. Wear nitrile rubber gloves and eye protection when mixing and placing Platform EMS, in accordance with the 

product SDS. See Platform EMS SDS for complete safety information. 

 

END OF SECTION 09 05 61.13 


